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Modèle : SC38

Entrée : Auto-commutation 100V- 240VAC50/60Hz

Sortie : 12VDC 0.8A / 3.8A, 6VDC 0.8A (Pb-Acide), 12VDC 3.2A (LiPO), 12VDC 3.8A (LiFePO4)

Courant de charge maximal : 3.8A

Tension Maximale : 14.8V en chargement Batterie Pb-Acide)

14.5V (en chargement Batterie LiFe Po4)

16.9V (en chargement Batterie LiPo)

Protection contre les surcharges : OUI

Protection contre les courts-circuits : OUI

Protections contre les étincelles: OUI

Protection contre les surintensités: OUI

Protection contre les inversions de polarité : OUI

Protection contre les surchauffes : OUI

*Pour les batteries Plomb-Acide de capacité :12V 0.8A pour batteries max. 40 Ah en charge et 60 Ah en maintenance; 12V 3.8A pour

batteries max. 120Ah en maintenance et 80 Ah en charge; 6V 0.8A pour batteries max 40Ah

*Utilisation et choix du chargeur

Les plages de capacité de charge et de maintenance sont proposées comme un guide pour le choix du chargeur de batteries. Cela

dépend également des exigences de charge et d’entretien. Merci de suivre les consignes de sécurité et ainsi que cette notice

d’utilisation afin d’utiliser ce produit pour les fonctions pour lesquelles il a été développé.
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INSTRUCTION MANUAL
Model SC POWER SC38

SMART BATTERY CHARGER FOR

LEAD ACID 6V and 12V BATTERIES

+ LITHIUM ( LiPO & LiFePO4 ) 12V BATTERIES

THIS MANUAL CONTAINS IMPORTANT SAFETY AND OPERATING INSTRUCTIONS. PLEASE SAVE THESE INSTRUCTIONS. KEEP WITH OR
NEAR CHARGER AT ALL TIMES.

1. WARNING – RISK OF EXPLOSIVE GASES.

a. Working in the vicinity of a lead-acid battery can be dangerous. Batteries generate explosive gases during normal
battery operation.

b. For this reason it is of the utmost importance that prior to each use of your charger, you read and follow the
instructions provided exactly:

c. The appliance is not intended for use by young children or infirm persons without supervision. Young Children should
be supervised to ensure that they do not play with the appliance.

2. To reduce risk of a battery explosion, follow these instructions and those marked on the battery.

3. NEVER smoke or allow an open spark or flame in the vicinity of the battery or engine.

4. CAUTION – To reduce the risk of injury, use the charger for charging a rechargeable lead-acid battery only. It is not intended to supply
power to a low-voltage electrical system or to charge dry-cell batteries. Charging dry-cell batteries may cause them to burst and cause
injury to persons and damage to property.

5. Do not expose the charger to moisture, rain or snow. For indoor use only.

6. Use of an attachment not recommended or sold by the battery charger manufacturer may result in a risk of fire, electric shock, or injury to
persons.

7. To reduce risk of damage to electric plug and cord, pull by plug rather than cord when disconnecting the charger.

8. Make sure cord is located so that it cannot be stepped on, tripped over, or otherwise subjected to damage or stress.

9. Study all the battery manufacturers’ specific precautions such as removing or not removing cell caps while charging and recommended
rates of charge.

10. Do not use the battery charger unless the battery voltage matches the output voltage rating of the charger.

11. Do not operate the charger in a closed-in area or restrict ventilation in any way.

12. Do not operate the charger with damaged cord or plug. If the supply cord cannot be replaced and the cord is damaged, the appliance
should be scrapped.

13. Do not operate the charger if it has received a sharp blow, been dropped, or otherwise damaged in any way. Take it to a qualified repair
station or local dealer.

14. Do not disassemble the charger. Take it to a qualified repair station or local dealer when service or repair is required. Incorrect reassembly
may result in a risk of electric shock or fire.

15. To reduce risk of electric shock, unplug the charger from an outlet before attempting any maintenance or cleaning.

Important notice : DO NOT use other DC output cords than the one supplied or use an extension cords as it could result in damage to the

unit which will not be covered by warranty.
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4 Etapes comprenant des phases de charge, de conditionnement et de maintenance

Les 4 Etapes de charge des batteries LiFePo4 / LiPO

1. Test de la batterie:

Une fois le chargeur correctement branché à la batterie, celui-ci va fournir une fréquence de pulsations constantes afin d’activer le PCM

avant d’entrer dans la phase de charge. La tension et le courant sont délivrés à un taux bien spécifique pour permettre à la batterie de

retrouver un état correct avant la phase de charge principale.

2. Charge principale :

Une fois la batterie passée à travers les phases de qualification et récupération, la charge principale commence en lui apportant un

courant constant, afin de l’amener à 80% de sa pleine capacité.

3. Absorption:

Durant cette phase, le chargeur envoie à la batterie une tension constante, mais avec des courants décroissants calculés en fonction des

mesures prises sur la batterie. Cette étape permet à la batterie de se recharger jusqu’à 100%.

4. Maintenance / Entretien :

La batterie peut être laissée branchée au chargeur en toute sécurité. Le chargeur surveillera constamment la batterie et se mettra à la

recharger si besoin afin de la maintenir indéfiniment dans un état prête à l’emploi.
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PROCESSUS DE CHARGE D’UNE BATTERIE LITHIUM (LiPO & LiFePO4)
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PERSONAL PRECAUTIONS:

a. Someone should be within range of your voice or close enough to come to your aid when you work near a lead-acid battery.

b. Have plenty of fresh water and soap nearby in case battery acid contacts skin, clothing, or eyes.

c. Wear complete eye protection and clothing protection. Avoid touching eyes while working near battery.

d. If battery acid contacts skin or clothing, wash immediately with soap and water. If acid enters an eye, immediately flood eye with running cold
water for at least 10 minutes and get medical attention immediately.

e. NEVER smoke or allow a spark or flame in vicinity of battery or engine.

f. Be extra cautious to reduce risk of dropping a metal tool onto battery. It might spark or short-circuit battery or other electrical part that may cause
an explosion.

g. Remove personal metal items such as rings, bracelets, necklaces, and watches when working with a lead-acid battery. A lead-acid battery can
produce a short-circuited current high enough to weld a ring or like to metal, causing a severe burn.

h. It is not intended to supply power to a low-voltage electrical system or to charge dry-cell batteries. Charging dry-cell batteries may cause them to
burst and cause injury to persons and/or damage to property.

i. NEVER charge a frozen battery.

PREPARING TO CHARGE

a. If it is necessary to remove battery from vehicle to charge it, always remove grounded terminal from battery first. Make sure all accessories in
the vehicle are off in order to prevent an arc.

b. Be sure area around battery is well ventilated while battery is being charged. Explosive gas can be forcefully blown away by using a piece of
cardboard or other nonmetallic material as a fan.

c. Clean battery terminals. Be careful to keep corrosion from coming in contact with eyes.

d. If battery is not sealed, add distilled water in each cell until battery acid reaches level specified by battery manufacturer. This helps purge
excessive gas from cells. Do not overfill. For a sealed battery or a battery without cell caps, carefully follow manufacturers’ recharging
instructions.

e. Study all battery manufacturers’ specific precautions such as removing or not removing cell caps while charging and recommended rates of
charge.

f. Determine voltage of battery by referring to vehicle owner’s manual and make sure it matches output rating of the battery charger.

LOCATE CHARGER

a. Locate the charger as far away from battery as the DC cables permit.

b. Never place the charger directly above or below the battery being charged. Gases or fluids from the battery will corrode and damage the
charger.

c. Never allow battery acid to drip on the charger when reading gravity or filling battery.

d. Do not operate charger in a closed-in area or restrict ventilation in any way.

e. Do not set a battery on top of charger.

CONNECTION PRECAUTIONS

Connect and disconnect DC output clips only after setting the charger switches to off position and removing AC cord from the electric outlet. Never
allow clips to touch each other.

1. Follow these steps when battery is installed in a vehicle. A spark near battery may cause a battery explosion. To reduce risk of a spark near
battery:

a. Position AC and DC cords to reduce risk of damage by hood, door or any moving engine parts.

b. Stay clear of fan blades, belts, pulleys, and other parts that can cause injury to persons.

c. Check polarity of battery posts. A positive (pos, +) battery post may have a larger diameter than a negative (neg, -) post.

d. Determine which post of battery is grounded (connected) to the chassis. If negative post is grounded to the chassis (as in most vehicles),
see item (e). If positive post is grounded to the chassis, see item (f).
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4 Etapes durant la phase de charge

4 Etapes comprenant des phases de charge, de maintenance pour les batteries Pb-Acide 6V

1. Test de la batterie :

En début de charge, le chargeur s’assure que la batterie est en bonne condition pour commencer le processus de charge. Par mesure de

sécurité, le processus de charge ne commencera pas si la tension de la batterie est en dessous de 3 Volts.

2. Charge principale :

La charge principale apporte un courant constant à la batterie, afin de l’amener à 80% de sa pleine capacité.

3. Absorption :

Durant cette phase, le chargeur envoie à la batterie une tension constante, mais avec des courants décroissants calculés en fonction des

mesures prises sur la batterie. Cette étape permet à la batterie de se recharger jusqu’à 100%.

4. Maintenance / Entretien

La batterie peut être laissée branchée au chargeur en toute sécurité. Le chargeur surveillera constamment la batterie et se mettra à la

recharger si besoin afin de la maintenir indéfiniment dans un état prête à l’emploi.
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PROCESSUS DE CHARGE D’UNE BATTERIE PLOMB-ACIDE - 6V 0.8A
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e. For a negative-grounded vehicle, connect the positive (red) clip from the battery charger to the positive (pos, +) post of battery first.
Connect the negative (black) clip from the battery charger to the vehicle chassis of engine block remote from the battery and fuel line. Do
not connect the clip to carburetor, fuel lines, or sheet-metal body parts. Connect to a heavy gauge metal part of the frame or engine
block;

f. For a positive-grounded vehicle, connect the negative (black) clip from the battery charger to negative (neg, -) post of battery first.
Connect the positive (red) clip from the battery charger to the vehicle chassis or engine block remote from the battery and fuel line. Do
not connect clip to carburetor, fuel lines, or sheet-metal body parts. Connect to a heavy gauge metal part of the frame or engine block.

g. If using permanently mounted eyelet lead SAE connector, simply connect to charger output lead.

h. Connect charger AC supply cord to an electric outlet.

i. When disconnecting the charger, disconnect AC cord, remove clip from vehicle chassis, and then remove clip from battery terminal.

j. See operating instructions for length of charge information.

2. Follow these steps when battery is outside the vehicle. A spark near the battery may cause a battery explosion. To reduce risk of a spark
near battery:

a. Check polarity of battery posts. A positive (pos, +) battery post may have a larger diameter than a negative (neg, -) post.

b. Attach at least a 1.8m long 0.75mm³ insulated battery output cable of charger to the negative (neg, -) battery post.

c. Connect the positive (red) clip from the battery charger to the positive (pos, +) post of battery.

d. Position yourself and the free end of cable as far away from battery as possible, then connect negative (black) clip from the battery
charger to free end of cable.

e. Do not face battery when making final connection.

f. Connect charger AC supply cord to an electric outlet.

g. When disconnecting the charger, always do so in reverse sequence of connecting procedure and break first connection while standing as
far away from battery as practical.

h. A marine (boat) battery must be removed and charged on shore. To charge it on boat requires equipment specially designed for marine
use.

OPERATING INSTRUCTIONS:

AUTOMATIC MONITORING – Your new battery charger is completely automatic and can be left on whenever input power is made available to the
charger. The charger output depends on the condition of the battery it is charging. When the battery is fully charged, the indicating light will turn
green and the charger will switch itself to a storage charge mode and will automatically monitor and maintain the battery at full charge.

CABLE CONNECTIONS – Your new battery charger is equipped with two output leads, a red positive lead, and a black negative clip lead and an
OBD II cable for data backup during battery replacement. Always connect or disconnect the output leads before plugging into AC power.

For all battery types: Connect the red positive (+) lead to the positive terminal of the battery. Connect the black negative (-) lead to the negative
terminal of the battery.

NOTE: If the charger is left connected to a lead acid battery for long periods of time, check water levels periodically as directed by the battery
manufacturer to ensure electrolyte is maintained at proper level.

ATTENTION: THE BATTERY CHARGER HAS A SPARK FREE, WRONG POLARITY & SHORT CIRCUIT PROTECTION CIRCUITRY BUILT IN -
BUT AS AGOOD PRACTICE, NEVER ALLOW THE TWO CLIPS TOUCH EACH OTHER.

The Battery Charger will not produce voltage (turn on) until it recognizes at least three volts from the battery. The battery charger clips must be
clipped to a battery in the correct polarity to initiate output voltage and begin charging when in Lead Acid (Pb) charge mode.

When in Lead Acid (Pb) charge mode if the charger is hooked up in reverse polarity, the “Reverse Polarity” light will flash indicating that the
connection has been made in reverse of the polarity of the battery and a charge has not been initiated. The clips must be re-connected in the proper
polarity to start the charger, Red to Positive (+ to +) and Black to Negative (- to -).

NOTE: DO NOT TURN YOUR BATTERY CHARGER ON AND OFF REPEATEDLY (Plug and Unplug) WITHIN A SHORT PERIOD. IF THIS
HAPPENS, UNPLUG BATTERY CHARGER FROM AC POWER, WAIT FOR ONE MINUTE AND THEN CONNECT THE CHARGER AGAIN TO
RESTART CHARGING CYCLE.
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9 Etapes comprenant des phases de charge, de conditionnement et de maintenance)

9 Etapes comprenant des phases de charge, de conditionnement et de maintenance pour les batteries 12V

1. Test de la batterie :

En début de charge, le chargeur s’assure que la batterie est en bonne condition pour commencer le processus de charge. Par mesure de
sécurité, le processus de charge ne commencera pas si la tension de la batterie est en dessous de 3 Volts.

2. Récupération de la batterie :*

Une récupération de la batterie débute dans le cas où la tension de la batterie a augmenté de façon anormale durant les premiers cycles de
charge. Ceci est généralement dû à une sulfatation des plaques. Une fois la récupération de la batterie terminée, la batterie peut à nouveau
accepter d’être chargée. Le processus normal de charge démarrera.

3. Début de charge en douceur :*

Une charge en douceur commence lorsque que le chargeur a détecté une batterie avec un très faible état de charge. La tension et le courant
sont délivrés à un taux bien spécifique pour permettre à la batterie de retrouver un état correct avant de rentrer dans le mode de charge par
impulsions.

4. Charge par impulsions. *

Cette charge par impulsions permet à une batterie fraichement récupérée de continuer d’accepter la charge car elle va rentrer dans la phase
de reconditionnement.

5. Reconditionnement :*

Cette phase de reconditionnement a lieu une fois la charge par impulsions terminée. Durant cette phase, la batterie est chargée avec une
tension et une intensité légèrement plus fortes afin de “réactiver” les plaques de la batterie. Ceci donne à la batterie une acceptance de charge
plus élevée ainsi qu’une charge plus profonde.

6. Charge principale :

Une fois la batterie passée à travers les phases de qualification et récupération, la charge principale commence en lui apportant un courant
constant, afin de l’amener à 80% de sa pleine capacité.

7. Absorption:

Durant cette phase, le chargeur envoie à la batterie une tension constante, mais avec une intensité de courant décroissant calculés en
fonction des mesures prises sur la batterie. Cette étape permet à la batterie de se recharger jusqu’à 100%.

8. Vérification et Analyse :

Le chargeur analyse la batterie pour s’assurer qu’elle tient bien la charge. Il déterminera alors si la batterie est désormais prête à l’emploi ou
non.

9. Maintenance / Entretien :

La batterie peut être laissée branchée au chargeur en toute sécurité. Le chargeur surveillera constamment la batterie et se mettra à la
recharger si besoin afin de la maintenir indéfiniment dans un état prête à l’emploi.

* les astérisques désignent une étape pendant le processus de désulfatation de la batterie.
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PROCESSUS DE CHARGE D’UNE BATTERIE PLOMB-ACIDE - 12V 0.8A& 12V 3.8A
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FULLY DISCHARGED BATTERIES - Lead Acid (Pb) Charge Mode:
If your battery is totally discharged (below 3 volts), the BATTERY CHARGER circuitry will not start due to its internal safety circuit. The internal safety
circuit of the battery charger must sense more than 3 volts in the battery before it will allow the charging circuit to turn on. Otherwise, the charger is
inoperable. In this case (battery voltage between 0.5V ~ 3.0V), the Bad Battery Indicator Light will flash, which means charging has not been initiated.
If the battery voltage is less than 0.5V, the charger will be returning to STANDBY mode.

Note: Unless the battery was rapidly discharged (lights left on overnight) most 12 volt lead acid batteries that are at a state of charge that is less than
9 volts are likely to be worn out or defective.

72-HOUR SAFETY FEATURE:

A 72 hour Safety Timer will commence anytime the charger is on. This feature is designed to protect marginal batteries from over charging. If the
battery voltage reaches the proper level within 72 hours, the charger will automatically switch to maintenance mode. If your battery is marginal or
defective, the Battery Charger will stop all the charging processes in order to protect the marginal battery from over charging. Please check battery
condition as it could also indicate that a very large (high capacity) but good battery is simply not yet fully charged. When this happens, the bad
battery indicator will be flashing. If this is the case, please contact your local dealer and have the battery tested.

SELECTION FOR BATTERY TYPE

A.C. power is connected with the wall socket properly

Press MODE button for battery charge mode selection before you connect the charger to the battery terminals.

LED Signal Explanation Description

LiFePO4 LiFePO charging

Lithium iron phosphate (LiFePO4) battery charge mode

LiPO LiPO charging

Lithium polymer (LiPO) battery charge mode

12V 3.8A Lead Acid charging

12V lead acid battery charge mode at 3.8A max.

12V 0.8A Lead Acid charging

12V lead acid battery charge mode at 0.8A max.

6V 0.8A Lead Acid charging

6V lead acid battery charge mode at 0.8A max.

LIGHT INDICATION:

1) Pb Charging mode (Lead–acid battery charging mode

LED SIGNAL EXPLANATION

POWER A.C. power is connected with the wall socket properly and self-test will be commenced, the LEDs will be flashing in
following sequence - Reverse Polarity LED -> 12V 0.8A LED -> Bad Battery LED -> 12V 3.8A LED -> Recovery LED
-> 6V 0.8A LED. After completed the self-test, it will enter into standby mode. Standby : POWER LED is flashing ;
Charging : POWER LED is glowing

MODE Press the MODE button for the selection of charging program.

6V 0.8A PB charging status : the charger is switched to 6V lead acid (Pb) battery charging mode with maximum current 0.8A

12V 0.8A PB charging status : the charger is switched to 12V lead acid (Pb) battery charging mode with maximum current 0.8A
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